KKP/KHS CONSTANT
(LIMATIC CHRIIBERS

KKP/KKS SERIES

Controller type:
7" SMART PRO full colour touch screen

Temperature protection: Door type:
class 3.3 to DIN 12880 external solid, internal glass
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CONSTANT CLIMATIC CHAMBERS WITH SMART PRO CONTROLLER

NEW! Constant Climatic Chambers KKS

POL-EKQ's climate chambers are advanced laboratory units that enable precise 100
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regulation of both temperature and humidity. With these features, almost any
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environmental conditions can be simulated which is invaluable for a wide range of /
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scientific and industrial research. These units are specifically designed to ensure
constant and stable conditions which are crucial for conducting research that

requiresanaccurate and consistentenvironment.

The innovative Peltier technology
in the KKP Constant Climatic Chambers

Peltier technology in KKP series provides stable, silent, vibration free climatic
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conditions, keeping superior temperature variation and fluctuation and it’s space- 20
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saving. The tests performed at a temperature close to the ambient temperature

show the impressive economy of the heating and cooling concept with Peltier

thanks to which KKP doesn’t require any refrigerant and is therefore nearly L L L L L AL
maintenance-free. Due to the fact that the efficiency of Peltier appliances in certain Temperature [°C

conditions is much better than that of climate chambers with refrigerant dependent

cooling systems, the KKP series makes a significant contribution to improving the O KKe KKS

climate balance. Chart 1: Relative humidity [%] / Temperature [°C]



KKP/KKS CONSTANT

POL-eKO°
PerFect Environment C LI MATIC CHAM B E R S

SPECIFICATIONS FOR KKP/KKS SMART PRO CONSTANT CLIMATIC CHAMBERS

NEW NEW
NEW New
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Parameter KKP 240 KKP 750 KKS 115 KKS 240 KKS 400 KKS 500 KKS 700 KKS 750 KKS 1200 KKS 1450
air convection forced
chamber capacity [I] 317 922 154 317 531 508 643 922 14712 1565
working capacity [I] 240 749 108 240 420 334 418 749 836 963
door type double (external solid, internal glass) / external glass (option)
temperature range! [°C] 70 [max fg;fp_) 0..4100 / -10..+100 (option) 0..+60 / -10..+60 (option) %éi;i%é 0..+60 / -10..+60 (option)
temperature resolution [°C] every 0,1
relative humidity range? [%)] 10..90 (see chart 1)
humidity resolution [%] every 0,1
controller microprocessor PID with external 7" full-colour touch screen
interior acid-proof stainless steel to DIN 1.4301
housing - powder coated sheet

IG stainless steel linen finish to DIN 1.4301
max shelf h 25 - 25 25 25 20 30 - 30 30
workload? [kg] PW4version 100 100 50 100 100 100 100 100 100 100
max unit workload [kg] 920 140 60 920 120 100 150 140 300 300
nominal power [W] 2300 2700 1900 2000 2500 2000 2000 2700 2500 2500
weight [kg] n7 233 920 170 185 135 170 275 220 230
castors no yes

width 960 1400 680 835 1040 640 730 1270 1460 1440
overall dims [mm] | height 1140 1580 1330 1590 1830 1970 1970 1990 1970 1920

depth 940 1040 850 9210 910 990 mo 120 140 1240

width 600 1040 460 600 800 510 600 1040 2 x 600 2 x 600
internal dims [mm] height 795 1200 535 795 1040 1510 1510 1200 1510 1410

depth 505 600 440 505 505 545 595 600 595 695
temperature variation®
at +25°C and 60%rH [+/- °C] 02 10
relative humidity variation®
at +25°C and 60%rH [+/- %rH] 08 20
temperature protection class 3.3 to DIN 12880
power supply 230V 50/60Hz
shelves fitted/max 3/10 3/16 2/7 3/10 3/14 3/M 3/1 5/16 2x3/M 2x3/M
refrigerant - R290 /GWP=3
warranty 24 months
manufacturer POL-EKO"

all the above technical data refer to standard units (without optional accessories)

1 - for KKP max 20°C below ambient temperature without humidity, with humidity +5..+70 (max 20°C below ambient temperature)
working temperature range with humidity and light (10°C below ambient temperature but not less than +10°C)

2 - see working temperature and humidity chart on first page

3 -on uniformly loaded surface

4 - reinforced shelf

5 - variation (K) calculated for chamber, with light OFF as: K= +/- (T avg max - T avg min) / 2

A wide range of options and accessories are also available - contact us for details

& « (+48)32 4539170 Q POL-EKO A Polok-Kowalska sp.k.
@ info@pol-eko.com.pl 44-300 Wodzistaw Slaski / Poland

POL-EKO" www.pol-eko.com.pl ul. Kokoszycka 172 C
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